AFRL-HE-WP-TR-2000-0093

UNITED STATES AIR FORCE
RESEARCH LABORATORY

Background Definitions and Metrics for
Sound Properties in Air and in Water
Relevant to Noise Effects

Raymond C. Cavanagh
Hyrum Laney

SCIENCE APPLICATIONS INTERNATIONAL CORP.
1710 Goodridge Drive
McLean VA 22102

April 2000

Interim Report for the Period October 1996 to April 2000

DTIC QUALTFY frrorsrns, A

20001211 1p3
T

Human Effectiveness Directorate

Crew System Interface Division

Approved for public release; distribution is unlimited. 2610 Seventh Street
Wright-Patterson AFB OH 45433-7901




NOTICES

When US Government drawings, specifications, or other data are used for any purpose
other than a definitely related Government procurement operation, the Government
thereby incurs no responsibility nor any obligation whatsoever, and the fact that the
Government may have formulated, furnished, or in any way supplied the said drawings,
specifications, or other data, is not to be regarded by implication or otherwise, as in any
manner licensing the holder or any other person or corporation, or conveying any rights
or permission to manufacture, use, or sell any patented invention that may in any way be
related thereto.

Please do not request copies of this report from the Air Force Research Laboratory.
Additional copies may be purchased from:

National Technical Information Service
5285 Port Royal Road
Springfield, Virginia 22161

Federal Government agencies and their contractors registered with the Defense Technical
Information Center should direct requests for copies of this report to:

Defense Technical Information Center
8725 John J. Kingman Road, Suite 0944
Ft. Belvoir, Virginia 22060-6218

DISCLAIMER
This Technical Report is published as received and has
not been edited by the Air Force Research Laboratory,
Human Effectiveness Directorate.

TECHNICAL REVIEW AND APPROVAL
AFRL-HE-WP-TR-2000-0093

This report has been reviewed by the Office of Public Affairs (PA) and is releasable to
the National Technical Information Service (NTIS). At NTIS, it will be available to the
general public.

This technical report has been reviewed and is approved for publication.

FOR THE COMMANDER
JOHN M. REISING

Crew System Interface Division
Air Force Research Laboratory



Form Approved
REPORT DOCUMENTATION PAGE L

Wright-Patterson AFB, OH 45433-7901

Puhhc repomng burden for this collection of inf i is imated to average 1 hour per response, including the time for reviewing instructions, searching existing data sources, puthennu lnd mamlnuung the data needed, mdcunpletlmmmuwm

the of Send g this burden estimate or any other aspect of this collection of information, including suggestmns for reducing this burden, t Services, Di for |
Operations and Reports, 1215 Jefferson Davis nghwny ‘Suite 1204, Arlington, VA 222024302, and to the Otfice of M and Budget, P k Reduction Project (0704-0188) Washington, BC 20503,

1. AGENCY USE ONLY (Leave blank/ 2. REPORT DATE 3. REPORT TYPE AND DATES COVERED

April 2000 Interim - Oct 96 to Apr 00

4. TITLE AND SUBTITLE 5. FUNDING NUMBERS

Background Definitions and Metrics for Sound Properties in Air and in Water Relevant] C - F41624-96-C-9005

to Noise Effects PE - 63723F

PR - 2103

6. AUTHOR(S) TA - C2

Raymond C. Cavanagh, Hyrum Laney WU - Ci
7. PERFORMING ORGANIZATION NAME(S] AND ADDRESSIES] 8. PERFORMING ORGANIZATION

REPORT NUMBER

Science Applications International Corporation

1710 Goodridge Drive

McLean VA 22102

8. SPONSORING/MONITORING AGENCY NAME(S] AND ADDRESSIES) 10. SPONSORING/MONITORING

Air Force Research Laboratory, Human Effectiveness Directorate AGENCY REPORT NUMBER

Crew Systems Interface Division

Aural Displays and Bioacoustics Branch AFRL-HE-WP-TR-2000-0093

Air Force Materiel Command

11. SUPPLEMENTARY NOTES

| 12a. DISTRIBUTION AVAILABILITY STATEMENT 12b. DISTRIBUTION CODE

Approved for public release; distribution is unlimited.

13. ABSTRACT Maximum 200 words)

This is one of five companion reports, each of which deals with one aspect of the problem of assessing the effects of noise
from military aircraft on marine life: metrics for sound properties in air compared to sound properties in water; criteria and
thresholds for injury and harassment of protected marine life; animal population statistics; and risks of impact from
subsonic/supersonic aircraft noise. The purpose of the effort is to establish technically sound estimation procedures for
determining the effects of military aircraft noise on marine life, without which the Air Force risks inadvertent violations of
the law and becomes vulnerable to litigation and interference with military operations. Objectives include developing
procedures for predicting properties of sound waves in air and under water as generated by both subsonic and supersonic
aircraft flights; estimating the effects of sound on marine life, both in air and under water; and determining populations of

marine life at risk, as functions of aircraft, flight path, and time of year. This volume specifically focuses on the first topic
in the list: definitions and metrics. :

14. SUBJECT TERMS 15. NUMBER OF PAGES
70

acoustics, marine animals, noise impacts 16. PRICE CODE

17. SECURITY CLASSIFICATION 18. SECURITY CLASSIFICATION 19 SECURITY CLASSIFICATION 20. LIMITATION OF

OF REPORT OF THIS PAGE OF ABSTRACT ABSTRACT
UNCLASSIFIED UNCLASSIFIED UNCLASSIFIED UL
Standard Fnrm 298 3(";Rev 2-89) (EG)
_i Prescribad by ANS|

Designed using Perform Pro, WHS/DIOR, Oct 84




This page intentionally left blank.

ii




EXECUTIVE SUMMARY

This is one of five companion reports prepared under the sponsorship of Code HECB of the Air
Force Research Laboratory (originally funded by Code AL/OEBN, Armstrong Laboratory of
Wright-Patterson Air Force Base). Each of the reports deals with one aspect of the problem of
assessing the effects of noise from military aircraft on marine life: (1) metrics for sound
properties in air compared to sound properties in water, (2) criteria and thresholds for injury and
harassment of protected marine life, (3) animal population statistics, and (4)/(5) risks of impact
from subsonic/supersonic aircraft noise.

The end purpose of this multi-year contract effort is to establish technically sound estimation
procedures for determining the effects of military aircraft noise on marine life. Without such
procedures, the Air Force risks inadvertent violations of the law and becomes vulnerable to
litigation and interference with military operations.

Objectives of the contract effort include developing procedures for:
1) Predicting properties of sound waves in air and under water as generated by both
subsonic and supersonic aircraft flights
2) Estimating the effects of sound on marine life, both in air and under water
3) Determining populations of marine life at risk, as functions of aircraft, flight path, and
time of year. ‘

This volume specifically focuses on the first topic in the list: definitions and metrics.

The quantities and units used for acoustics in the atmosphere are complicated and often
confusing, with "traditional" metrics and units often quite different from standard and modern
ones. The same is true for the quantities and units of underwater sound. When dealing with both,
as in the penetration of sound waves into water or the comparative effects of noise on animals in
both media, the physical quantities and their metrics can be complicated if not confusing.

This paper is a collection of equations, formulas, and notes, with references when appropriate,
gathered during research on the problem of the effects of noise on marine life. For that reason, it
covers the metrics and units often encountered, as well as conversion factors and relationships.
We have also included an Appendix on the SI system of units and one on conversion of units.

The motivation for gathering this information was our concern over the misunderstandings and
inaccuracies evident in a variety of written statements in the press and the technical literature.
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1.0 INTRODUCTION

This is one of five companion reports prepared under the sponsorship of Code HECB of the Air
Force Research Laboratory (originally funded by Code AL/OEBN, Armstrong Laboratory of
Wright-Patterson Air Force Base). Each of the reports deals with one aspect of the problem of
assessing the effects of noise from military aircraft on marine life: (1) metrics for sound
properties in air compared to sound properties in water, (2) criteria and thresholds for injury and
harassment of protected marine life, (3) animal population statistics, and (4)/(5) risks of impact
from subsonic/supersonic aircraft noise.

The end purpose of this multi-year contract effort is to establish technically sound estimation
procedures for determining the effects of military aircraft noise on marine life. Without such
procedures, the Air Force risks inadvertent violations of the law and becomes vulnerable to
litigation and interference with military operations.

Objectives of the contract effort include developing procedures for:
1) Predicting properties of sound waves in air and under water as generated by both
subsonic and supersonic aircraft flights
2) Estimating the effects of sound on marine life, both in air and under water
3) Determining populations of marine life at risk, as functions of aircraft, flight path, and
time of year. :

This volume specifically focuses on the first topic in the list: definitions and metrics.

The quantities and units used for acoustics in the atmosphere are complicated and often
confusing, with "traditional” metrics and units often quite different from standard and modern
ones. The same is true for the quantities and units of underwater sound. When dealing with both,
as in the penetration of sound waves into water or the comparative effects of noise on animals in
both media, the physical quantities and their metrics can be complicated if not confusing.

This paper is a collection of equations, formulas, and notes, with references when appropriate,
gathered during research on the problem of the effects of noise on marine life. For that reason, it
covers the metrics and units often encountered, as well as conversion factors and relationships.
We have also included an Appendix on the SI system of units and one on conversion of units.

The motivation for gathering this information was our concern over the misunderstandings and
outright errors evident in a variety of written statements in the press and the technical literature.

Chapter 2 provides fundamental definitions from acoustics and fluid dynamics relevant to noise
effects. With few exceptions, the material addresses topics found to be points of ambiguity or
confusion in the literature and noise impact studies. Special attention is given to parameters used
as metrics for noise effects (e.g., positive impulse, intensity level).

Chapter 3 continues with definitions of terms used in assessing noise impacts and effects. These
include signal types, detection terms, hearing threshold shifts, SEL, etc.

Chapter 4 was added to address the distinctions of acoustic properties and propagation for the
multiple types of media encountered in the risk assessment process. Propagation of sound in air




is different from that in water for many reasons. A good example is flow, present in the form of
winds and turbulence in air, but of little importance in water (since currents move slowly relative
to the sound speed). The best way to check on the applicability of an estimate of sound
properties is to examine the basic assumptions and ‘wave equation’ for that case. Accordingly,
some of the more commonly used sets of assumptions and equations are presented.

Besides a reference list in Chapter 5, there are several appendices which were designed to help
with units and conversions associated with sound in air and in water. Included are intensity,
energy flux density, air/water relationships, and decibel conversions.

The authors are pleased to acknowledge the guidance and interest of the sponsor over the course
of the contract, especially Major Jeffrey Fordon, Dr. Robert Lee, and Captain Michael Carter.




2.0 DEFINITIONS AND NOTES ON TOPICS OF
FLUID DYNAMICS AND ACOUSTICS

Because of the complexities in compliance regulations and documentation dealing with sound, it
is important to have ready access to definitions of fundamental quantities, such as pressure,
intensity, particle velocity, etc. The following definitions and notes are largely derived from
standard reference materials.

2.1 Elasticity

Elastic (Mechanics): Capable of sustaining deformation without permanent loss of size or shape.

(MHDPM, 1978)

Elastic Wave (Physics): A wave propagated by a medium having inertia and elasticity, in which
displaced particles transfer momentum to adjoining particles and are themselves restored to their
original position. (MHDPM)

Bulk Modulus Of Elasticity (Mechanics): The ratio of the compressive or tensile force applied to
a substance per unit surface area to the change in volume of the substance per unit volume. Also
known as bulk modulus, compression modulus, modulus of volume elasticity, modulus of
compression, hydrostatic modulus. (MHDPM)

Strain (Mechanics): Change in length of an object in some direction per unit undistorted length
in some direction, not necessarily the same. (MHDPM)

Stress (Mechanics): The force acting across a unit area in a solid material in resisting the
separation, compacting, or sliding that tends to be introduced by external forces. (MHDPM)

2.2 Viscosity

Viscosity (Fluid Mechanics): Energy dissipation and generation of stresses in a fluid by the
distortion of fluid elements. Also known as flow resistance, internal friction. (MHDPM, 1978)

Viscous Fluid (Fluid Mechanics): A fluid whose viscosity is sufficiently large to make the
viscous forces a significant part of the total force field in the fluid. (MHDPM)

2.3 Compressibility and Compressional Waves

Compressible Fluid: Fluid has property that applied force or pressure results in increased
density.

Compressible Flow (Fluid Mechanics): Flow in which the fluid density varies. (MHDPM)




Compressible-Flow Principle (Fluid Mechanics): The principle that when flow is large, it is
necessary to consider that the fluid is compressible rather than to assume that it has a constant
density. (MHDPM)

Wave (Physics): A disturbance which propagates from one point in a medium to other points
without giving the medium as a whole any permanent displacement.

P Wave or Primary Wave or Compressional Wave (Physics): A disturbance traveling in an
elastic medium; characterized by changes in volume and by particle motion parallel with the
direction of wave movement. Also know as dilatational wave; irrotational wave; pressure wave.
(MHDPM)

2.4 Shear Waves

Shear Wave (Mechanics): A wave that causes an element of an elastic medium to change its
shape without changing its volume. Also known as rotational wave. (MHDPM, 1978)

S Wave or Secondary Wave or Shear Wave (Geophysics): A seismic body wave propagated in
the crust or mantle of the earth by a shearing motion of material. Also known as distortional
wave; secondary wave; shake wave; tangential wave; and transverse wave. (MHDPM)

Note: Static fluids are generally unable to support shear stresses.

2.5 Sound

Sound: Paraphrasing Beranek (1986), define sound as a disturbance propagated through an
elastic medium which causes a change in pressure or a displacement of particles.

Sound: Newton'’s Principia of 1686 described sound as pressure pulses transmitted through
neighboring fluid particles (Pierce, 1989).

Sound: As Pierce (1989) points out, "...the term ‘sound’ implies not only the phenomena in air
responsible for the sensation of hearing, but also whatever else is governed by analogous
physical principles.” Hence, ultra- and infra-sound, underwater sound, sound in solids, and
structure-borne sound are included. Sound is strictly mechanical wave motion.

2.6 Acoustics

Acoustics: "Acoustics" is the science of sound, including its production, transmission, and
effects. "Sound" here has the broad interpretation given above. [ANSI §1.1960 (R1976)]

Acoustic Wave (Acoustics): An elastic non-electromagnetic wave that has frequency which may
extend into the giga-hertz range; one type is a surface acoustic wave, and the other is a bulk or
volume acoustic wave. (MHDPM)




Acoustic Phenomena: Acoustic disturbances are usually regarded as small-amplitude
perturbations to an ambient state. For a fluid, the ambient state defines the medium through
which the disturbance propagates and is characterized by pressure, density and fluid velocity
when the perturbation is absent (after Pierce, 1989). In this context, the total pressure is the sum
of the ambient pressure and the acoustic pressure. Likewise for the density.

Non-linear Acoustics: When the perturbations to the ambient state have finite amplitude, the
“acoustics’ approximations to the fundamental equations do not apply. Since the equations are
no longer linear, the finite-amplitude processes are called non-linear acoustic processes.
Examples are sonic booms, underwater explosive shock waves, and parametric sources (e.g.,
Beyer, 1974, and Chapter 4). Non-linear acoustics is considered a branch of acoustics.

2.7 Density

Density: For a static, homogeneous volume of matter density is the mass per unit volume.
In sea water, the average density is about 1026 kg/m’, or 1.026 g/cm’. In air, density varies
substannallg/ with altitude and w1th time. A typical value at sea level and 20 degrees C. is
1.225 kg/m” or 0.001225 glem®. (e.g., List, 1984)

2.8 Pressure

Pressure (Mechanics): A type of stress which is exerted uniformly in all directions; its measure
is the force exerted per unit area. (MHDPM)

In a fluid (gas or liquid), pressure at a point is defined as follows. For an arbitrarily small area
containing the point, the pressure is the normal force applied to the small area divided by the size
of the small area.

Note: For a fluid at rest and under pressure, the force against any area within or bounding the
fluid is normal to the area. Because pressure is a force applied to a unit area, it does not
necessarily generate energy. Pressure is a form of stress, and as such has no direction assigned to
it. It is a scalar quantity.

Pressure has units of force/area. The SI denved unit of pressure is the pascal (Pa) defined as one
N/m?. Alternative units are many (lbs/ft Ibs/in?, bars, inches of mercury, etc.); some are listed at
the end of this report.

2.9 Static Pressure

Static Pressure (Acoustics): At a point in a fluid (gas or liquid), the static pressure is the
pressure that would exist if there were no sound waves present (paraphrase from Beranek, 1986).
For a fluid at rest and under pressure, the force against any area within or bounding the fluid is
normal to the area.




Static Pressure Equations
The relationship between the static pressure p(z) and its height z from the lower boundary of a
fluid at rest is given by

dp/dz = -pg

where p(z) is the fluid density and g is the acceleration of gravity. Hence,

piz) = [-pgdz = -gfpdz

Static Pressure in Sea Water (Hydrostatic Pressure)
In the ocean, let z = 0 be the surface and z a'poim below the surface (z>0). Then
p(z) =p(0) + pgz = 1 atmosphere + (10 kg/m3 ) (10m/s%)(z)
=1atm + 1 atm (z/10)
for z in meters and p in atmospheres. This is the familiar rule that pressure in tﬁe ocean increases
by one atmosphere every 10 m of depth. One atmosphere is about 10° Pa, 1 bar, 14.5 Ib/in’, etc.

In the atmosphere and under water, the static pressure is the result of gravity acting on the mass
of the medium. Because forces are balanced, no net energy results under static conditions.

2.10 Acoustic Pressure

Without limiting the discussion to small amplitude or linear waves, we can define acoustic
pressure as the residual pressure over the "average" static pressure caused by a disturbance. As
such, the "average" acoustic pressure is zero. Here the "average” is usually taken over time.
Peak Pressure almost always refers to the absolute maximum pressure observed at a point in
space over time.

Mean-Square Pressure is usually defined as the short-term time average of the squared pressure:
T+T

1

= [pr@a, -

T T

where T is on the order of several periods of the lowest frequency component of the time series.

RMS Pressure is then the square root of the mean-square pressure.

2.11 Impedance

Specific Acoustic Impedance (Z;) is the complex ratio of the effective sound pressure at a point of
an acoustic medium or mechanical device to the effective particle velocity at that point. The SI-
derived units are Nes/m3 = Pa«s/m, called an ‘acoustic rayl’ or ‘rayleigh.” (after Beranek, 1986)




Specific Acoustic Resistance and Reactance are, respectively, the real and imaginary parts of Zj,
the specific acoustic impedance.

Characteristic Impedance: The characteristic impedance of a surface has the same definition as
the specific acoustic impedance except that the pressure wave is assumed to be planar. In that

case, the average pressure and average particle velocity have ratio pc, where p is the fluid
density and c the sound speed.

2.12 Energy Density

For fluid ambient density po, acoustic wave pressure p, local sound speed c, and particle speed in
direction of propagation u, the acoustic kinetic-energy density is V2 pou2 and the acoustic
potential-energy density is Y2 pzlpocz. Units are those of energy per unit volume (J/m® in SI
units). For plane waves, p = pocu, so that

%) p2/p0 CZ =l Po 1.12,

and the two components are equal. Total energy is then p*/pyc® = pyu’.

2.13 Acoustic Intensity (Acoustic Power Density)

Acoustic intensity is energy transported per unit area and time in the direction of propagation.
Alternate measures include energy flux (Pierce, 1989) and power density. In the general case,
intensity is the vector quantity:
I=pu,
where u is particle velocity (e.g., Crocker and Jacobsen, 1997, or Fahy, 1995)
Under conditions consistent with the acoustic wave equation, the intensity (I) can be found from:
I=pu
where p is pressure and u is the component of the particle velocity in the direction of propagation

(Beranek (1986) states this explicitly via u = lulcosg.). Units are those of power per unit area (or
pressure times velocity), with SI-derived values: Pa-m/s = W/m?.

In the case of plane waves, p = (pc)u (see 2.11). Hence, the intensity is the familiar:

1=p%pc

SI-derived units include:

W/m? = Pa®/(Pa-s/m) = Pa-m/s




Some acousticians call I (as defined above) the instantaneous intensity.

2.14 Equivalent Plane Wave Intensity

As noted by Bartberger (1965) and others, it is general practice to measure (and model) pressure
(p) or rms pressure (pms), and then infer an intensity from the formula for plane waves in the
direction of propagation:

Intensity = (pm,s)zlpc.

Such an inferred intensity should properly be labeled as the equivalent plane-wave intensity in
the propagation direction.

2.15 Spectra

Autocorrelation Function
For a stationary random process x(t), the autocorrelation function is
R(T) = E{x(t+D)x (¥},
where E denotes expected value and x* the conjugate of x. For deterministic time series x(t),

T

R(D = lim — [x(t+7)x"(Odt
T—yeo 2T

Power Spectrum (Power Spectral Density)
The power spectrum of x(t) is defined as the fourier transform of R(t):

S(@) = j P R()dt,

when the integral exists. In that case,

1 7 ;
R(t)=— [S(w)e*do.
(0=> L (©)
Hence, R and S are transform pairs.

As an alternative definition, the power spectrum S(w) of x(t) is given by

T 2
Jx(t)eimldt
=T

L 1
S(w) = '1}1_r)n°°E >

bl




providéd that _Ht R(t)ldt < and E again means expected value.

Power Spectrum for Pressure Signal
If the time series for x(t) is pressure p(t), then the power spectrum is

2

S(w)= lim By j p(t)e'®tdt
-T

It has units of squared pressure per unit frequency, or Pa*/Hz for SI.

Spectrum Level at frequency f is the total sound pressure level in a 1-Hz band about f. It is
meaningful only for sounds having a continuous spectrum (i.e., signals with some sound in all
neighboring frequency bands) (after Urick, 1983)

Band Level refers to the level in a frequency band greater than 1 Hz. (Urick, 1983)

2.16 Wave Equations, Particle Velocity

Wave Equation (Physics): (1) In classical physics, a special equation governing waves that suffer
no dissipative attenuation; it states that the second partial derivative with respect to time of the
function characterizing the wave is equal to the square of the wave velocity times the Laplacian
of this function. Also known as classical wave equation and d’Alembert’s wave equation. (2) Any
of several equations which relate the spatial and temporal dependence of a function
characterizing some physical entity which can propagate as a wave, including quantum-wave
equations for particles. (MHDPM)

Particle Velocity (Acoustics): The instantaneous velocity of a given infinitesimal part of a
medium, with reference to the medium as a whole, due to the passage of a sound wave.
(MHDPM)

Note: For a plane propagating wave, the particle velocity has the same direction vector as the
normal to the wave front. In that case, the particle velocity is equal to the pressure normalized by
the impedance.

Governing Equations: More rigorous definitions of acoustic quantities without some form of
circular reasoning require consideration of the equations which define them. From Pierce (1989),
the equations governing the fluid’s ambient state and the "acoustic"” disturbance in the fluid are
derived from the usual conservation of mass, motion of a fluid, and pressure-density equations.
See Section 4 for a review of some of the more important formulations.




2.17 Definitions Related To Sound Sources — Projectors

Source Intensity and Source Level

Define source intensity, 1(8,0), as the intensity of the projected signal referred to a point at unit
distance from the source in the direction (6,0). (6,¢) is usually unstated; in that case, it is
assumed that the source intensity is the maximum over all directions.

"Define source level as

SL(8,0) = 10 log [I(8,0)/L},

where I, is the reference intensity (usually that of a plane wave of rms pressure 1pPa). The
reference pressure and reference distance must be specified. The reference direction should be
stated if it is not that of maximum intensity.

Source Power

For an omnidirectional source, the power radiated by the projector at range r is I -41tr where I, is
the radiated intensity at range r (in the far field). If intensity has SI units of W/m?, then the power
has units of W.

The result can be extrapolated to a unit reference distance if either I is known or I,=11/r2. Then
the Source Power at unit distance is 4xl;, where I; is the intensity at unit distance in units of
power/area.

Source Directional Response, Directivity, and Beam Pattern

For an acoustic source, assume source intensity can be expressed as a function 1(8,9) specifying
the plane-wave intensity emitted in (vertical, azimuthal) direction (6,¢). The intensity or decibel
expression of 1(6,0) is the source directional response. Where 1(6,0) is normalized to the value L,
for which I(6,0) is greatest, then

B(8,0)=1(6,0)/L,

is the source’s directivity function. The decibel version is the beam pattern. Note that the
assumption that the source emissions can be expressed as a sum of plane waves is equivalent to a
spatial stationarity (homogeneity) assumption.

For a directional source with intensity radiation pattern B(8,0), total Source Power at unit
distance is found from

j j B(6,0)1(6,0)d Q.

Unit
Sphere

10



2.18 Definitions Related To Imgulsive Sources And Transient Signals
Peak Pressure

For pressure time series p(t), 0<t<T, from an impulsive source or of a transient nature, define the
peak pressure as Prax = max p(1). The peak pressure is almost always used to measure maximum
<1<

positive pressure or peak amplitude.
Impulse

The impulse of a force F(t) is defined for the time interval s, t] during which the force acts as
t
impulse = JF(t)dt,

When the integral exists, units are those of force-time (Nes), or can be viewed as
masseaccelerationstime = masssvelocity,

with SI units of kgem/s.

Impulse for Pressure

In the case of a pressure wave, p(t), the impulse is defined as

impulse = jp(t) dt,
T
where the integral is over the duration of the pressure wave. Commonly used units for pressure
impulse are Paes and psisms. »

Note that because of the definition of the (acoustic) pressure disturbance, the time-averaged
acoustic pressure must be zero. Hence the impulse of the disturbance must also be zero.

Positive Impulse

Weston (1960) and others use positive impulse as a characteristic of the pressure field for an
explosive source. For pulse p(t) with p(t)=0 over O<t<T, define

T
positive impulse = J'p(t)dt.
S0

Common units are Pa.s and psisms.

2.19 Energy Metrics

Energy Flux Density

For transient signals from impulsive or other sources, instantaneous intensity will fluctuate and
(average) intensity will be sensitive to averaging intervals. Common practice [Urick (1983), Weston
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(1960), Cole (1950), Pierce (1989)] is to use an energy (vice power) measure. The natural choice is
the energy flux density (EFD) defined as:

T
[roumat
0

where p(t) is the signal pressure, u(t) is the signal particle velocity in the direction of

propagation, and [0,T] is the signal duration (T may be ). Notice that EFD is the time integral
of instantaneous intensity. For plane waves,

T
EFD =— j pX(t)dt,
0

where pc is the impedance. SI units are J/m?.
Energy Spectrum

For pressure p(t), real and continuous (except for perhaps a finite number of discontinuities of
bounded variation) on -eo < t < oo, and satisfying

+T
lim j]p(t)[dt < oo,
-T
the Fourier transform of p(t) exists and is defined by
Sp(f) = jp(t)e"iz”'dt for -oo < f < oo,
Under these conditions,
p(t) =[S, ()€ df for -eo << oo,

wherever p is continuous.

2
Define -—I——p——l as the energy spectrum of p(t). It has SI units of J/(m® Hz).
fo o ,

Since p(t) is real,
* 2 2
3p(F) =3, (-H) and |3, (1) =[S, D",

Note that the energy spectrum differs from the power spectrum in that the latter averages the
transform in time. As pointed out, for a time series of finite duratlon T, the energy spectrum has
value T times that of the power spectrum.
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2.20 Decibels

Following Ross (1987), decibels were originally defined in the 1920’s by workers in the
electronic communications industry. For two measurements of power, P and Q, the log of the
ratio (log P/Q) was given units of bels, named after Alexander Graham Bell. Later, to avoid
dealing with fractions of bels, workers turned to the decibel (dB):

10log(P/Q).

For pressure (or voltage), whose square is proportional to power, the decibel is given by

10 log(p/ps") = 20 log(p/po),

where p, is the reference pressure, usually indicated as ‘dB re p,.’

Thus, for example, an rms pressure of 100 pPa is equal to 40 dB re 1 uPa, or 14 dB re 20 pPa .

Many of the conventions and references derive from early work on human hearing. For example,
the standard reference pressure for dBs in atmospherlc acoustics is now 20 pPa. The popu]ar
standard of the past was 0.0002 pbar = 0.0002 dyn/cm which equals 20 uPa. The origin of this
reference is usually attributed to human heanng tests in Wthh the mtensxty of a barely audible
1000 Hz tone was measured at 10"> W/m?. But for impedance in air,

T2
1072 w/m2 =B P
pc 415 kg/m2-s

-2

and
p =2.04 +10° Pa = 20 pPa.

The word "level” usually indicates decibel quantity (e.g., SPL, spectrum level). For decibel
expression of certain quantities, it is generally true that the reference quantity has the same units
as the quantity expressed. However, shortcuts are traditionally taken when stating the reference.
Below are some of the more common conventions.
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Expression or Quantity

Actual Reference
[Example]

Reference in Common Use
[Example]

Sound Pressure Level (SPL)

- 10 log Pressure’
(Ref. Pressure )’

(Ref. Pressure)’

le.g., 1uPa’ or 1pubar’]

Ref. Pressure

[e.g., 1 uPa, 1 pbar, 20 uPaj

Intensity Level

=100 Intensity
¢ Ref. Intensity

Ref. Intensity

le.g., 1 W/m?]

Ref. Pressure

[e.g., 1 pPa]

Interpreted as "relative to the
intensity of a plane wave of
pressure 1uPa"

Spectrum Level

=101log Spectral Density |
“ | Ref. Spectral Density

Ref. Spectral Density

= Ref. Pressure’/(Frequency Band)
or Ref. Intensity/Band

[e.g., lpPalez]

Ref. Pressure / (Ref. Band)

le.g., InPa/NHz)

Source Level

= 10 log (Source Intensity at
Reference Distance in Direction of
Propagation/Ref Intensity)

Reference Intensity at Ref.
Distance, in Direction of
Propagation

e.g., ] W/m?at 1 m]

Reference Pressure at Reference
Distance

[luPa at 1 m].

As for intensity, the interpretation
is of intensity of a plane wave of
pressure 1 uPa.

Energy (Flux) Density Level
Energy Flux Density

=101lo
g (Ref. Energy Flux Density

\

Ref. Energy Flux Density
= Ref. Pressure’ Time/Impedance

le.g., 1 (W/m?)es]

Reference (Pressure)” Time

[e.g., uPa’s)

Note that in this series of reports, references in ‘common use’ will usually be employed.
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3.0 SOME TERMS USED FOR NOISE EFFECTS AND SIGNAL
PROCESSING

3.1 Pure Tone Signal or Wave (Also, Continuous Wave, CW, Monochromatic Wave,
Unmodulated Signal)

Each term means a single-frequency wave or signal. The actual bandwidth of the signal will
depend on context, but could be interpreted as "single-frequency as far as can be determined."

3.2 Narrowband Signal

Narrowband is a non-precise term. It is used to indicate that the signal can be treated as a single-
frequency carrier signal which is made to vary (is modulated) by a second signal whose
bandwidth is smaller than the carrier frequency.

3.3 Frequency Modulated (FM) Signal

A frequency-modulated (FM) signal is one in which the dominant modulation of a single-
frequency (carrier) signal is the temporal modulation of the carrier frequency. The frequency of
~an FM signal is expressed as

f(t) = fo + m(t),
where it is usually the case that m(t) varies with frequencies less than fj.

A linear FM (LFM) pulse is a pulse whose frequency varies linearly with time. The frequency of
the pulse has form

f(t) = fo + mt,

where f,, is the carrier frequency and m is the frequency slope in Hz/s. The phase of the signal is
the integral of the frequency, expressible as

phase (t) = 2n(fot + 0.5mt?).

In radar contexts, an LFM signal is often called a "chirp” pulse or FM slide.

3.4 Pseudo-Random Noise (PRN) Signal

A pseudo-random noise (PRN) pulse can be any irregular pulse whose exact function of time is
known. In practice, the PRN is usually random-like in frequency and amplitude within given
bounds.
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3.5 Impulse Response

In signal processing, an idealized delta-function time series is called an impulse. The time series
has value zero everywhere except at one point in time. The integral (energy)of the series
however is finite, and the spectrum white across the whole band.

For a system which acts on a signal as input and produces an output (communications channel,
sonar processor, signal filter, etc.), the impulse response is the output of the system resulting
from the input of an idealized impulse. If the system response does not change with time, then
the impulse response determines the system response to any input signal.

3.6 Effective Bandwidth (Equivalent Bandwidth) of a Signal or Filter

The bandwidth of a signal or filter may be described in several ways. Bendat and Piersol (1971)
give three possibilities which cover most of the definitions found in the literature.

Let H(f) denote a linear filter response function or the amplitude spectrum of a signal, and let Hy,
be the maximum value of H(f).

(A) Define the half-power bandwidth as B, = f; — f; where f; and f, are the frequencies at
which |H(f ) Xz = |H(f . 12 = %|Hm |2 . This definition makes sense for spectra and filters
with well-defined maxima and monotonic falloff to the half-power points.

(B) Define the noise bandwidth, B, as

[l af
M.

n

B, is defined so that ideal, band-limited white noise with constant spectral density |Hm|2
and bandwidth B, has the same power as H(f).

(C) Define the equivalent statistical bandwidth (equivalent width for Blackman and
Tukey (1959)) as

oo 2
[ﬂH(f)[2 df}
5 Lo __RO

€ oo

[ af T|R(t)|2dt

0 -0

where R(t) is the autocorrelation function of the underlying time signal, with

HE)|" = [R(e™dt, and R(7) = [[HD]' e do.
0
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This is a very popular definition of bandwidth. If H(f) is the spectrum of white noise
limited to the band [0,B], as in the previous definition of By, then it is clear that B.=B.

3.7 Effective Time Duration (Equivalent Time Duration) of a Signal or Filter

Just as in the case of bandwidth (3.6), define the effective time duration of a signal s(t) as:

o]
Tk

T

e

3.8 Receiver Operating Characteristics (ROC)

(a) Let PD denote Probability of Detection and PFA Probability of False Alarm. For a detection
process operating on signal and noise with given characteristics, suppose it is possible to
estimate PD as a function of PFA and a parameter, d such that PD = PFA when d=0. Then
the function PD = PD(PFA, d) is the ROC. Its plot, with PFA the ordinate, PD the abscissa,
and d a level-set index, is usually referred to as the plot of "ROC Curves". See sample ROC
curve figure from Urick (1983) below.

1.0 —=m

d=16 e B g o
O9f—f8 /J//'; /?
o8 fos LA ///

. 7 /.zd/q///d;
as / / / o |
sl 4 A/
" ot ////
LA/

Q2 1
N/

O ot 02 03 04 05 Q6 07 08 09 10
p (FA)

(b) When the decision process is based on a likelihood test (optimal receiver), there is a formal
relationship between the ROC curves and the underlying probabilities. Given conditional

probability density functions f(x|Sig. + Noise) and g(x|Noise) , their ratio is the likelihood
ratio, r(x). Then, for each value k of r(x),
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PD= jf(x| Sig + Noise)dx,

k

PFA g(x| Noise)dx

"‘5-.8

3.9 Signal-to-Noise Ratio and Signal Differential

Let S and N denote the signal and noise power in the receiver bandwidth (W) at the output of the
sensors and at the input of the detection system. Define the signal-to-noise ratio as S/N, and the
input signal differential as 10 log S/N.

3.10 Recognition Differential

Define the recognition differential as the value of the signal differential at which the detection
occurs with probability 0.5. A false alarm probability must also be prescribed. (after Bartberger,
1965).

(a) "The level of signal-to-noise into the signal processor for which the probability of detection
is 50% is called the detection threshold, DT, or recognition differential, NRD, of the processor."
Ross (1987)

(b) "In the literature, the signal-to-noise ratio for auditory detection is frequently called
recognition differential. This term is defined as the 'amount by which the signal level exceeds the
noise level presented to the ear when there is a 50 percent probability of detection of the signal.’
Because there is no specification concerning false alarms, the term ...is quantitatively almost
meaningless.” (Urick, 1983)

3.11 Detection Threshold

"...detection threshold is defined as the ratio, in decibel units, of the signal power (or mean-
squared voltage) in the receiver bandwidth to the noise power...in a 1-Hz band, measured at the
receiver termmals required for detection at some preas51gned level of correctness of the
detection process.” (Urick, 1983)

3.12 Signal Excess

Signal Excess is defined as
SE = 10 log (S/N) - Recognition Differential

It is thus the decibel amount by which the signal-to-noise ratio exceeds the amount required for
0.5 detection probability at a specified false alarm probability. (Ross, 1987)
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3.13 Detection Index

The detection index, d, is the parameter in a ROC function which indicates the level of
indifference (d=0, PD=PFA) and levels of increasing decisiveness as d increases. For "certain
processes and conditions, d is functionally related to the signal-to-noise ratio at the processor
output.

3.14 Hearing Threshold

"The threshold of hearing is defined as the sound pressure at which-one, listening with both ears
in a free field to a signal of waning level, can still just hear the sound, or if the signal is being
increased from a level below the threshold, can just sense it." (Magrab, p.29, 1975)

"A threshold of audibility for a specified signal is the minimum effective sound pressure of that
signal that is capable of evoking an auditory sensation (in the absence of noise) in a specified
fraction of trials." (Beranek, p. 394, 1986)

An entire chapter of the textbook of Green and Swets (1973) is dedicated to the theory and
measurement of thresholds of hearing.

3.15 Critical Ratio (Hearing)

Current usage for marine animals is as follows (see, e.g., Au, 1993).

For a tonal signal in white noise, the critical ratio is the level of the signal-to-noise ratio for
which the signal is at hearing threshold level and the noise is taken as the level in a one-hertz
band. In underwater sound, this is similar to the definition of recognition differential or detection
threshold.

Since the noise power is normalized to a 1-Hz band, the critical ratio is sometimes interpreted as
the noise band level which is required to mask the signal. If the noise is white, the noise band
level determines a bandwidth, often compared to or treated like a critical band.

3.16 Critical Band (Hearing)

Fletcher proposed the concept of critical bandwidths in 1940. (Fletcher, 1940)

"In detecting a tone in the presence of noise, the hearing mechanism appears to reject the noise
outside the critical band centered on the pure tone, thereby making it appear to behave as a filter
set.” (after Beranek, 1986)

Zwicker et al. (1980) derived an empirical expression for critical bandwidths baéed on human
hearing data:

W(f)=25 + 75{1 + 1.4(f/1000)*}*% Hz,
where f. is the (geometric) center frequency in hertz.

W(100) = 100 (100% band)
W(1000) = 160 (16% band)
W(10000) = 2300 (23% band)
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Notice that these bands resemble 1/3 octave bands (23% bands) only at the highest frequencies.

Kinsler and Frey (1962) point out:

"The critical bandwidth apparently is reached when it includes all frequencies in the noise
that excite the same region of the basilar membrane as does the pure tone being masked.
The addition of noise outside the critical band may be unpleasant but it does not increase
the masking of the pure tone."

and

"A second and very important characteristic associated with the concept of critical band
masking is that the normal threshold of audibility of the masked tone is raised to the
decibel level of the critical band, i.e., the band level of the noise in a critical band."

3.17 Temporary (Hearing) Threshold Shift (TTS)

"The diminution, following exposure to noise, of the ability to detect weak auditory signals is
termed temporary threshold shift (TTS), if the decrease in sensitivity eventually disappears..."
(Magrab, 1975)

3.18 Permanent (Hearing) Threshold Shift (PTS)

"The diminution, following exposure to noise, of the ability to detect weak auditory signals is
termed temporary threshold shift (TTS), if the decrease in sensitivity eventually disappears, and
noise-induce (sic) permanent threshold shift (NIPTS) if it does not [eventually disappear].”
(Magrab, 1975) :

3.19 Weighted Sound Levels

For sound pressure measurements in air related to hearing, it is common practice to weight the
spectrum to reduce the influence of the high and low frequencies so that the response is similar
that of the human ear to noise. A-weighting is the most common filter, with the weight
resembling the ear’s responses. Other popular weightings are B and C. The table below gives a
sampling of the filter values for selected frequencies.

Frequency (Hz) | A-Weighting (dB) B-Weighting (dB) | C-Weighting (dB)
10 -70 -38 -14
20 -50 -24 -6
40 -35 : -14 -2
80 -23 -7 -1
160 -13 -3 0
320 -7 -1 0
640 -2 0 0

2000 +1 0 0

5000 +1 -1 -1

10,000 -3 -4 -4
12,000 -4 -6 -6
20,000 -9 -11 -11

Decibel levels based on these weighted are usually labeled: dBA or dB(A) for A weighting, etc.
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3.20 Sound Exposure Level (SEL)

For a time-varying sound pressure p(t), sound exposure level is computed as

lT
SEL =10 log | — ztdt/,
g[toip() pg}

where to is 1 second, T is the total duration of the signal (in the same units as those of to, namely
seconds) and po is the reference pressure (usually 20 uPa).

SEL is thus a function of p(t), T, and the reference pressure. When the impedance of the medium
of interest is approximately constant, then SEL can be viewed as the total energy level for the
time interval from O to T. It has explicit reference units of po for pressure with implicit units of
seconds for time.

When p(t) is A-weighted, then the measure is called the A-weighted SEL or ASEL. Likewise for
other weightings.

3.21 Equivalent Sound Level (L.q)

The equivalent sound level (L.,) is defined as the A-weighted sound pressure level (SPL)
averaged over a specified time period T. It is useful for noise that fluctuates in level with time.
Leq is also sometimes called the average sound level (Lat), so that Leq = Lat. (see, e.g., Crocker,
1997)

If pa(t) is the instantaneous A-weighted sound pressure and pref the reference pressure (usually
20 pPa), then

T
1f. 2
Leg =1010g {| = [pa® (Ddt /p;’:ef .
0

It is thus equivalent to an average A-weighted intensity or power level.

Note that since the averaging time can be specified to be anything from seconds to hours, Leq has
become popular as a measure of environmental noise. For community noise, T may be assigned a
value as high as 24 hours or more.

3.22 Day-Night Level (Lgy or DNL)

Following Magrab (1975), Lyn was introduced by the EPA in 1974 to provide a single-number
measure of community noise exposure over a specified period. It was designed to improve Ley by
adding a correction of 10 dB for nighttime levels to account for increased annoyance to the
population.

Lan is calculated as a weighted average of intensities:

10%"° = (0.625)10%"'° + (0.375)10"++1"1°
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4.0 SOME FUNDAMENTAL EQUATIONS OF LINEAR AND NONLINEAR
. ACOUSTICS

In treating sound transmission from sources in air to receivers in air, at the air-sea interface, and
in the water column, we must deal with a range of boundary conditions and several variations on
the basic equations for wave propagation. It is important to know the assumptions and conditions
that lead to the use of one set of equations or another.

Consider, for example, that in treating the acoustics of aircraft noise we need to account for the
effects of: '
(a) changing sound speeds and densities of the medium with altitude, time, location,
(b) moving medium (winds, turbulence) at speeds a significant fraction of the sound
speed,
(¢) severe impedance mismatch at interfaces between air and ground, structures, water,
(d) non-linearities in the form of shock waves, with finite amplitudes and supersonic
wave speeds.

In water, on the other hand, the emphasis is quite different, with such features as:
(a) negligible effects of moving media (currents, circulation),
(b) nearly constant density and maximum sound speed changes of a few percent,
(c) waveguide propagation with complex boundary reflection, transmission and scatter,
(d) the possibility of very long range propagation, at lower frequencies
(e) important boundary, shear and lateral wave effects.
(f) rare and short-lived occurrences of finite amplitudes and shock waves

For air-to-water transmission, the effects of the rough sea surface, waves and bubbles are
additional concerns.

Condition Important for Air Important for Water

Shock Waves Sonic Booms Nearby Explosions

Impedance Mismatch Air-Ground/Structures | Ocean Surface, Bottom

Moving Medium Winds Currents (Not usually very
Important)

Density Changes Large in Air Minimal in Water

Sound Speed Changes Large in Air - | Small, but Important

Long Range Propagation | Tens of Miles Hundreds of Miles

The pages that follow illustrate how different conditions can lead to different forms of the ‘wave
equation,’ and hence to different solutions and degrees of difficulty.

4.1 Types of Media and Disturbances

Media encountered in the study of sound include gases, liquids and solids, with a wide range of
properties, the single common property for sound wave propagation being elasticity. Governing
equations for sound propagation through these media depend on these properties. For example,
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the usual wave equation (d’Alembert’s) encountered in atmospheric and underwater acoustics
applies only under highly restrictive conditions, and seldom can similarly compact, single
statements be found for more complex problems. When defining "acoustic pressure” or "linear
acoustics" or "small amplitude disturbances,” it is important to identify just what equations are
being solved and what assumptions about the medium and the disturbance go with them.

This section outlines some of the more important cases, considering such properties of the
ambient (undisturbed) medium as:

Elasticity

Compressibility

Dissipation (Viscosity, Heat Transfer)
Ability to Support Shear Stresses

Spatial and Temporal Properties of the Ambient Medium (e.g., Homogeneity,
Stationarity)

Flow (Homogeneous, Stratified, Stationary, Irrotational, Turbulent)
o State (Adiabatic, Constant Entropy, etc.)

For different types of media, disturbances propagate according to different laws of physics.
Mathematical descriptions of how the disturbance propagates depend on additional assumptions
and approximations about the disturbances themselves. Two of the most common ones are:

Linearized Equations. All aspects of the disturbance are small compared to those of the
medium’s ambient state, so that the governing equations can be simplified or linearized,
and sometimes called the ‘acoustics approximation.’

Simplified Non-Linear Equations. Certain properties of the disturbance are allowed to be
large, and non-linear equations required, but simplified.

Many books and thousands of papers have been written about the equations of linear and non-
linear acoustics. Our purpose here is to list some of the more popular problems, and to supply
references about solutions. All of this is important when investigating acoustic problems
involving shock waves, winds and currents, shear, turbulence, finite amplitude effects, etc.

Note that only a few problems have the types of "wave equations” (d'Alembert's) to which we are
accustomed, and that systems of equations are more common.

We begin with some notation, and then proceed through several sets of acoustic equations.

4.2 Notation

Pressure Velocity Density Entropy Temperature
Properties of the Po Vo Lo So To
Ambient Medium
Properties of P v p 3 T
Disturbed Medium
Changes in p=Pp-po | v=¥-v, p=p-p, |s=8-s, T=T-T,
Properties Related
to the Disturbance
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Time =t, Acceleration of Gravity = g, Sound Speed =c

Vectors are represented by bold-faced letters, scalars by non bold-faced letters.
. . . 0 d 9
V denotes both the divergence and gradient operators with V= | —,— — |.
ox dy oz

For a given velocity v, D/Dt represents the Stokes operator.

4.3 Fluid Dynamics Equations for an Ideal Fluid

Ideal Fluid: Define the "Ideal Fluid" as one which has no dissipation from viscous stresses or the
effects of heat conduction (Cole, 1948).

Conservation of Mass (Continuity Equation)

Within an ideal fluid, select any small, fixed volume. Whether there is a disturbance of the fluid
or not, any change in mass of fluid within the fixed volume must equal the net quantity of fluid
which flows through the surface of the boundary. Any such changes are caused by motion in the
fluid.

When the ideal fluid is further restricted to have smoothly changing velocity and density
(differentiably smooth), then the Equation for Conservation of Mass (also, Continuity Equation)
is given by:

ap A
—+V.pv) = 0.

=tV (69)
An alternative, equivalent statement, derived by Euler using a small volume moving with the
fluid, is expressed as

A

DL sv.s = o

Dt

In both cases, p is fluid density in the small volume, v the fluid velocity in the volume.

Conservation of Momentum (Equation of Motion) (Euler’s Equation of Motion)

From Newton’s second law (net forces are zero), the ideal fluid must satisfy

DV
52V L v =0,
Por TP
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where p is fluid pressure, p density, V- velocity, V the divergence operator, —I—)]?- the Stokes
t

operator. Again, the existence of the derivative requires smooth changes in ¥ and p.

Conservation of Energy:

For an ideal fluid, let E denote the "internal” energy per unit mass of a small volume within an
ideal fluid. E is the sum of the thermal and chemical energies. Then, under an assumption of
differentiability,

ﬁ%{m%o.v):-v.(@o).

A more useful version uses the Equations of Conservation of Mass and Momentum to yield:

Equation of State

Because neither viscosity nor heat effects are considered for the ideal fluid, all changes in the
physical state of an element of fluid must take place at constant entropy S, or

S
dt

Equlvalently, density changes caused by applied pressure take place adiabatically- Cole notes
that the law is local in space and time, depending on previous events.

The functional dependence H(P) can in some cases be estimated from data (after Cole 1948).

4.4 Summary of Fluid Dynamic Equations for General ''Ideal Fluid"'

For the general ideal, flowing fluid, there is no single ‘wave equation.’

Properties of Medium ("Ideal Fluid"):

e Elastic, Compressible, Non-Dissipative, Unable to Support Shear when Static.

e State: No dissipation or heat effects for ideal fluid. Hence, dS/dt = 0 where S is entropy.
Density changes caused by pressure take place adiabatically.

e Flow: Deterministic.
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Fluid Dynamics Equations (e.g., Pierce 1995):

9p

—+pV.ev=0.
D PYeY

Continuity (Conservation of Mass): %? +V.(p¥)=

Motion (Conservation of Momentum): p %‘IL +Vp+gii=0.

.DE p D¥
E D=
nergy: P4 > Dt
State: §=O.
dt
d_?= —p--——a—}::' / 9—%— , with p(p) known from data.
dp | p> 9 )| 9p

Wave Equation: No equivalent ‘wave equation.’

Application: Non-linear (finite amplitude) acoustics problems such as for sonic booms and
explosions in air or water.

4.5 Linearized Equations (First Order Approximations) for Non-Viscous Ideal Fluid

'Linear Acoustics Approximation”

2+(V.V)VO +——1——Vp+ P Vpo =0

Dt Po (poc)2

_D_p+ veVpg +c2pV(1—0—]+ poczV ov=0.
Dt c?

Applications: General linear acoustics problems for non-homogeneous media with flow.

4.6 Linear Equations for Ideal Homogeneous Fluid With Constant Velocity Flow

Wave Equation (e.g.. Pierce 1995):

v2 1(0 2
P"C—?_ §+V0‘V p=0.

Applications: Short-range (constant sound speed and density), linear acoustic propagation in air
with steady wind. Most approaches to solution are based on approximations, some with sound
speed modified to partially account for flow.
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4.7 Linear Equations for Homogeneous, Unmoving Ideal Fluid

Wave Equation:

1 9%
Vip-——==0.
P c? at?
Related Equations:
If V x v = 0 (irrotational medium), then there exists @ such that v=V® and p=—p, %?

Applications: Wave equation for simplest problems - no flow and nearly constant sound speed
and density. Analytic solutions exist for simple boundary conditions. For single frequency,
Helmbholtz elliptic equation has many types of solutions, including normal mode and ray
approximations.

4.8 Linear Equations for Ideal Time-Constant Fluid, No Flow

Wave Equation:

1 1 3%p
Vel —Vp |-——-=0.
p (p p] c? ot?

. Applications: Familiar wave equation for underwater sound, with no time variability in the

medium, but with spatially variable density and sound speed. Approaches include single-

frequency simplification to Helmholtz equation, coupled normal modes, parabolic equation
approximations, ray approximations, adiabatic rays and modes.

4.9 Linear Equations for Inhomogeneous Ideal Fluid With Steadyv (Irrotational) Flow and
Constant Entropy

‘Wave Equation (Pierce 1995):

1 D|1D D
—Ve(pVP)-—| ——D =0, h =—p—.
p bve) DtL2 Dt } WIIEP= Py

Applications: Linear acoustics problems in air with steady flow (wind), and space/time variability
in sound speed and density.
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APPENDIX A. INTERNATIONAL SYSTEM OF UNITS (SI)

The International System of Units or SI (System International d’Unites) was established in 1960
and is recognized as the standard throughout the world. In the United States, both the American
National Standards Institute (ANSI) and the Department of Defense have adopted SL
Information about SI is published by technical societies, as, for example, by the American
Institute of Physics in its August issue each year.

The SI has seven base units from which all other units are derived. The base units are as
follows:

Quantity Name Symbol
Length meter m
Mass kilogram kg
Time second s
Electrical Current ampere A
Thermodynamic Temperature kelvin K
Amount of Substance mole mol
Luminous Intensity candela cd

Units derived from the seven base units usually have SI-sanctioned names. Examples of SI
derived units relevant to this report are given below:
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Derived Unit Equivalent SU/
Derived Quantity Equivalent SI Quantities (Symbol) Derived Units
Speed Length/Time --- m/s
Acceleration Le:ngth/(Time)2 --- m/s’
Area Length2 - m’
Volume Length’ --- m’
Force Mass » Acceleration Newton (N) N = kgem/s
Pressure Force/Area = Mass/(Length » Time?) | Pascal (Pa) Pa = N/m’
= kg/m-s2

Work, Energy, Force * Length Joule () J=Nem
Heat = Mass * Length?/Time? = kgem?/s*

= (Pressure * Area) Length = Pasm’

= Power * Time =(J/s)s = Wes
Power Energy/Time Watt (W) W=J/s

= Force * Length/Time = Nem/s

= Mass * Length?/Time> = kg-mzls3

= (Pressure * Area) * Length/Time = Pa-m3/s
Energy Flux Energy/Area - J/m?
Density = (Power/Area) » Time = (W/m?)s

= Pressure * Length = Pasm

= Intensity  Time = [Pa%/(Pass/m)]s
Acoustic Intensity | Pressure » Speed - Pasm/s

= (Force/Area) * Speed = (N/m%)(m/s)

= Power/Area = W/m?
Plane Wave (Pressure)zllmpedance - Pa’/Pass/m)
Intensity = Power/Area = Pasm/s = W/ni’
Density Mass/Volume - kg/m’
Characteristic Density * Speed - (kg/m’)(m/s)
Impedance = Mass/Length® » Time = kg/m?es

= (F-orce/Acceler.)/Length2 * Time = (N/m/s®)/(m’es)

= (Force/Length?) « (Time/Length) = (N/m?)(s/m)

= (Pressure)/(Speed) = (Pa)/(m/s)
Energy Flux (Energy/Area)/Frequency - (J/m*)/Hz
Density Spectrum | - (Power/Area)(Time/Frequency) = (W/m?)(s/Hz)

= (Intensity)(Time/Frequency) = (Paem/s)(s/Hz)

= PressuresLength/Frequency = (Pa*m)/Hz

= Force/(LengtheFrequency) = N/meHz
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APPENDIX B. KEY RELATIONSHIPS

This appendix provides formulas relating units for various metrics used in acoustics. These

relationships are often useful in themselves, but are presented in tables for ready conversion in

Appendix C.
SECTION QUANTITY SECTION QUANTITY
B-1 TIME B-11 POWER
B-2 LENGTH B-12 PRESSURE
B-3 VELOCITY (SPEED) B-13 ACOUSTIC IMPULSE
B-4 AREA B-14 ACOUSTIC IMPEDANCE
B-5 VOLUME B-15 ACOUSTIC INTENSITY
B-6 MASS B-16 ACOUSTIC ENERGY FLUX DENSITY
B-7 DENSITY B-17 ACOUSTIC POWER SPECTRUM
B-8 FORCE B-18 ACOUSTIC ENERGY SPECTRUM
B-9 ENERGY B-19 AIR/WATER RELATIONSHIPS
B-10 IMPULSE

B-1. TIME

1ms=1000pS [ 1s=1000ms | Imin=60s | 1 hr=60min_ | 1day=24 hours |

B-2. LENGTH

1 mm = 107 Angstrom (A)

1 fathom=2 yds=1.829m

1 cm = 10 mm = 0.3937008 inches

1 kyd = 1000 yds =914.4 m

1 m = 100 cm = 39.37008 inches = 3.28084 ft

1 statute mile = 5280 feet = 1760 yd

1 km = 1000 m = 1093.613 yds = 0.6213712 miles

1 statute mile = 1 mile = 1.61 km

1in=2.54 cm=254 mm

1 nmi = 1.15 statute mile

1 ft=12in=30.48 cm=0.3048 m

1 nmi = 2025.4 yds = 6076.1 ft= 1852 m

1yd=3ft=91.44cm=0.9144m

B-3. VELOCITY (SPEED)

1 ft/s = 60ft/min = 3600 ft/hr

1 knot = 1.852 km/hr = 101.269 ft/min

1 mph = 1.4667 ft/s = 1.6093 km/hr = 0.447 m/s

1 m/s = 3.6 km/hr = 3.2808 ft/sec = 196.85 ft/min

1 knot = 1 nmi/hr = 1.1515 mph

1 m/s = 1.94384 knots

1 knot=1.6878 ft/s = 0.51444 m/s

B-4. AREA ,
1in = 6.4516 cm’ 1 km’ = 10°m" = 1.196 10° yd*
1 m” = 10000 cm” = 1.19599 yd* 1 km°=0.386 miles” = 0.292 nmi”
1 ft = 144 in” = 929.03 cm” 1 (nmi)” = 4.102 10° yd” = 3.43 km’

1yd° =9 ft’ = 0.8361 m”

1 mile” = 3.098 10° yd” = 2.59 km*

1 acre = 43,560 ft° = 4046.86 m”

B-5. VOLUME

1in®=16.387 cm® lyd®=27f=

46656 in’ 1 qt. (liquid) = 57.75 in’

1 in’ = 0.016387 liter 1m’=10°cm’

=1.308 yd’ 1 liter = 1000.028 cm’

1 ft’ = 1728 in’ 1 gal. = 231 in’

1 liter = 61.03 in’

1 ft’ = 0.0283 m’

1 fluid oz = 1.80469 in’

1 liter = 0.03532 ft’
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B-6. MASS

B-6a. Notes On Mass And Weight

The weight of a body means the gravitational force exerted on it by the earth. Thus, the weight
may vary with distance from the ground. Since weight is a force, it should be measured as such
and have units of force: namely, newtons (N), dynes (dyn), or pounds (lb).

Newton’s equation provides the relationship between the weight and mass of a body:
mass = weight/(acceleration of gravity) = weight/g.

The SI unit of mass is the kg, and the SI unit of force is the newton (N). Hence, weight (force)
of a 1 kg mass on earth is 1(kg)(9.8 m/s?) = 9.8 N.

The english unit of mass is the slug and the english unit for force (or weight) is the pound
(force). The weight of one slug on earth is 1 (slug)(32 f/s?) = 32 Ib, where the slug has been
defined as 1 slug=11b (force)/(ft/s ).

The weight of a 0.4536-kg mass on earth is 4.448 N and the weight of a 0.0313-slug mass on
earth is 1 Ib (force). Since 1 1b (force) = 4.448 N, 0.4536 kg (mass) = 0.0313 slug, or

1 kg =0.0685 slug and 1 slug = 14.6 kg.

The slug is seldom used in practice for the unit of mass. Instead, the pound is used for both mass
and force. This can cause some confusion (especially when gravity is not that of sea level on
earth). The usual convention is to define the pound (mass) in terms of the kg:

1 Ib (mass) = 0.4536 kg (mass)
Then
11b (weight) = 4.448 N = 4.448 kg (m/s?)
= 1 Ib (mass) (32 ft/s?)

It is also occasionally the case that the kg is used as a measure of force (or weight) in the metric
system. In that case,

1 kg (weight) = 9.8 N = 1 kg (mass) (9.8 m/s?).

B-6b. MASS
1 kg (mass) = 0.0685 slug 1kg=1000g : 1 kg (mass) = 2.205 Ib (mass)
1 slug=14.6 kg 1 Ib (mass) = 16 oz. (mass) 1 1b (mass) = 0.4536 kg (definition)
1 slug = 1 Ib(force)es/ft 1 T. (mass) = 2000 Ib (mass)
1 g =437.5 grain (gr) 1 metric T. 1000 kg
B-7. DENSITY
DENSITY = MASS/VOLUME
1 g/cm = 1000 g/hter 1 ke/m’ = 3.613 10” Ib (mass)/in’
1 g/em’ = 1000 kg/m’ = 1 metric ton/m® 1 1b (mass)/gal. = 7.480519 Ib (mass)/ft’
1 Ib (mass)/in’ = 1728 Ib (mass)/ft’ 1 ofliter = 1 kg/m’
1 1b (mass)/ft’ = 0.0160185 g/cm’ 1 slug/m’ = 14.6 kg/m’

**(see notes on mass and weight)
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B-8. FORCE

FORCE = MASS x ACCELERATION

11b (weight) = 4,448 N = 0.454 kg (weight)

1N =1kgem/s” = 10° dyn = 10° gecm/s”

11b (weight) = 16 oz (weight)

1 kg (weight) = 9.81 kgem/s”

1T.=20001b

1 erg/em =1 gecm/s” = 1 dyn

1 kg (weight) = 2.205 Ib (definition)

1 kg (weight) = 1000 g (weight)

**(see notes in section B-6.1 on mass and weight)

'B-9. ENERGY (WORK)

ENERGY = FORCE x DISTANCE

1 erg =1 dynecm

1 fi-1b = 5.0505 10" hpehr

1J=1Nem=1kgems”

1 kWehr = (3.6) 10°}

1 ft-1b = 3.76616 10" kWehr

1) =10"gecm®/s° = 1 Wes

1 f-1b = 1.355818 J

1 ft-1b=1.2851 10” Btu

1J=0.239 cal

1 ft-1b = 0.01338 liter-atm

1 ft-1b = 0.32383 calories.

lerg =1 gecm’/s* = 10"'J

B-10. IMPULSE

IMPULSE = FORCE x TIME

1 Nes = 0.2248 Ib(force)ss

IMPULSE = MASS x VELOCITY

1 dynes =1 erges/cm = 1 gecm/s

1 Nes = ] kgem/s

1 Ib (force) *s = 4.45 Nes

1 Nos = 10° dyn-s

1 1b (force)es = 0.45 kg (weight)es

B-11. POWER

POWER = ENERGY/TIME = WORK/TIME

1 hp =745.7 W = (120 volts)(6 amps)

POWER = FORCE X DISTANCE/TIME

1 Btw/min = 17.5844 W

1 W =1J/s= 1 Nem/s = 1 kgom’Js’

1 cal/sec = 4.1868 W

1 W=10"erg/s

1 cal/min = 0.06978 W

1 erg/s = 1 dynecm/s = 1 gecm’/s’

1 ft-lb/s = 1.356 W

1 hp = 550 ft-Ib/s

Note that 1 horsepower (hp) is the power required to raise 33,000 pounds one foot in one minute. Hence,
1 hp (in units of: force x distance/time) = (33000 Ibs) x (1 ft)/(1 minute) = 550 fi-1b/s

B-12 PRESSURE

B-12a PRESSURE

PRESSURE = FORCE/AREA

1 bar = 29.5 in Hg = 14.5 psi = 2088 psf

1Pa=1N/m’=1J/m’=1kg/m-s’

1 psf = 0.00694 psi = 4.75810" .uPa

1 Pa = 10° uPa = 10 dyn/cm” = 10 pbar

1 atm = 14.69595 psi = 1.013+10'" uPa

1 uPa = 0.05+(20 pPa)

1 atm = 1.01325 bar = 0.1021 psf

1 uPa = 10 dyn/cm” = 1.4504+10"" psi

1 psi = 144 psf = 6.895°10" yPa

20 pPa = 0.0002 pbar = 2.9¢10” psi

1 psi = 3.4474+10° (20 pPa)

1 kPa = 1000 Pa = 10° uPa = 0.145 psi=20.88 psf

1 psi = 6.895 kPa = 0.068 atm (6.9) 10° dyn/cm®

0.0002 pbar = 0.0002 dyn/cm* =20 pPa

1 mm Hg = 133.3 Pa

1 pbar = 0.1 Pa = 1 dyn/cm*= 1.450410" psi

1in Hg =0.491 psi

B-12b. Sound Pressure Level

For pressure p, the sound pressure level (SPL) is defined as follows:
SPL =20 log (Ipl /pp) dB re 1 py,

where po is the reference pressure (usually 1 pPa or 20 pPa or 1 ubar).
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If SPL = X dB re 1 pPa, then ‘
SPL = (X-26) dB re 20 yPa and SPL = (X-100) dB re 1 pbar.
Other relationships:

SPL =Y dBre 20 pPa=(Y+26) dB re 1uPa = (Y-171) dB re 1 psi
=(Y-128) dB re 1 psf.

For example, if the pressure is 1 psi, then

SPL =0dBrelpsi=197dBre 1 pPa=171dB re 20 uPa
=43 dBre 1 psf=97dB re 1 pbar.

B-13. ACOUSTIC IMPULSE

IMPULSE = PRESSURE x TIME 1 1 psiems = 1000 psisps

1 Pass = 0.001 kPars = 1000 Pa-ms = 1 kPa'ms 1 psiss = 1000 psisms = 6895 Pa-s
1 kPass = 10° yPass = 10'* pPasms 1 psisms = 144 psf-ms

1 kPasms = 10° pPa-s 1 psiss = 6.895 kPa-s

1 psiems = 6.895 Pass

B-14 ACOUSTIC IMPEDANCE
Acoustic Impedance = Density X Sound Speed = (Mass/Volume) x (Length/Time)
= (Mass/Area) X (1/Time) = (Weight)/(Gravity X Area X Time) = (Pressure)/Speed

B-14A. ACOUSTIC IMPEDANCE FOR WATER:
Water Density (4°C) = py = 1 glom® = 10° kg/m® = 1.94 slug/ft’ = 62.43 Ib (mass)/ft’

Sound Speed = c,, = 1500 m/s = 1.5¢10° cm/s = 4920 ft/s = 59040 in/s

Impedance of Water = pycy = 1.5910° kg/sem” = 1.5¢10° rayl = 1.510° g/secm’
= 1.5¢10'2 pPas(s/m) = 1.5¢10° (dyn/cm?)(s/cm) = 9544.8 slugs/ft’es
=~ 3.072+10° Ib(mass)/ft’ss

B-14B. ACOUSTIC IMPEDANCE FOR AIR:

Standard Density of Air (Sea Level, 15°C) = p, = 1.225kg/m® = 0.0839 slug/m’
=~ 0.00237 slug/ft> = 2.701 Ibs(mass)/m’
‘= 0.0764 Ib(mass)/ft’

Nominal Sound Speed in Air (Sea Level, 0 C°) =c, =344 rh/s = 3.44.10% cr/s = 1128.6 ft/s

Impedance of Air = p, ¢, = 421.4 kg/s-m* = 421.4 rayl = 42.14 (dyn/cm®)«(s/cm)
= 4.214-10° pPa-(s/m) = 2.674 slug/ft>s = 86.804 Ib(mass)/ft’s

B-14c. COMPARISON OF IMPEDANCES IN AIR AND WATER

Sound Speed Ratio = cy/c, =4.36
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Density Ratio = p,/p, = 816.33

Impedance Ratio = py, Cy [/ paca = 3559.6

Impedance Ratio (dB) = 10 log (pw cw /pa 1) = 10 log (3559.6) = 35.5 dB

B-15. ACOUSTIC INTENSITY

B-15a. ACOUSTIC INTENSITY
INTENSITY = PRESSURE x VELOCITY

INTENSITY = PRESSURE/IMPEDANCE
1 W/m’= 1 J/(sem®) = 1 N/mes = 1 Pae(m/s)
1 W/m? = 10° uPae(m/s)

1 W/m® = 5.7 10” psi in/s = 6.8 10 psf ft/s

1 W/m* = 0.23892 cal/m’s

1 W/m’® = 10 erg/m®s = 10’ erg/cm’s

1 W/m® = 10° dyn/cm s

1 W/em? = 10°W/m® = 10’ erg/cm’s

1 Ib/ft s = 14.596 J/m’s = 14.596 W/m®

1 hp/m* = 0.093 hp/ft®

1 hp/m’ = 746 W/m® = 550 ft-Ib/m’s

1 hp/m* = 51.097 psfe(ft/s)

1 psisin/s = 175 W/m® = 1.75 10® uPae(m/s)

B-15b. Intensity in Air and in Water

Unlike pressure, intensity depends on the acoustic impedance of the medium. Thus, for example,
under the assumption of plane waves, the same pressure (first three columns) causes different
intensities in water and in air (last two columns):

Pressure (rms) SPL SPL Intensity i in Water Intensity in Air
(dB re 1 tPa) | (dB re 20 uPa) (W/m’) (W/m?®)

0.017 uPa = (1/60) uPa -35.6 dB -61.6dB 1.9 10%2 W/m® 6.7 10""° W/m®
1 pPa = 107 dyn/cm? 0dB -26 dB 6.7 10" W/m? 2.4 10° W/m?
20 pPa = 0.0002 pbar 26 dB 0dB 2.7 10" W/m? 9.6 107> W/m?
1200 p1Pa = 60 (20 pPa) 61.6 dB 35.6dB 9.6 10" W/m® 3.4 10° W/m®
1 ubar = 0.1 Pa = 10° yPa 100 dB 74 dB 6.7 10° W/m® 2.4 10° W/m®
2.04 10" pPa 146.2 dB 120.2 dB 2.8 10 W/m? 1 W/m®
1 psf=4.8 10’ yPa=48 Pa 153.6 dB 127.6 dB 0.0015 W/m® 5.5 W/m®
1.2 10° uPa=1.2 kPa 181.8 dB 155.8 dB 1 W/m? 3600 W/m®
1 psi = 6.9 10° uPa = 6.9 kPa 196.8 dB 170.8 dB 31.8 W/m* 1.1 10° W/m?
3.2 10" uPa = 32 kPa = 66.7 psf 210 dB 184.dB 660.7 W/m’ 2.4 10° W/m®
3.2 10" puPa = 3200 kPa 250 dB 224 dB 6.6 10°W/m?® 2.4 10" W/m?

For a given pressure, the intensity in air is about 3600 times the intensity in water (because the
impedance of water is about 3600 times the impedance of air). Hence the ratio of intensities in
the last two columns is always about 3600. [Intensity for plane waves is proportional to time-

averaged squared pressure divided by impedance.]

To achieve a given intensity in water requires about 60 times as much pressure as is required to
achieve that same intensity in air (noting that 60° is 3600). Sample values in the table are
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selected to emphasize the factor of 60 in pressure, and to show the pressures required to yield a
given intensity in air and in water (e.g., 20 [{Pa in air and 1200 pPa in water).

B-15c. Intensity Level

It is nearly universal practice to use SPL in place of intensity level. This makes sense as long as
impedance is constant. In that case, intensity is proportional to short-term-average, squared
pressure, with proportionality constant equal to the impedance.

When the impedance differs significantly in space or time (as in noise propagation from air into
water), the intensity level must specify the value of the impedance in the reference.

B-15d. Intensity Levels in Air and in Water

Because plane-wave intensity is equivalent to the average squared pressure normalized by
impedance, treatment of intensity in different media requires care. The table below is the decibel
version of the table given in B-15b above. It shows the relationship of SPL to intensity in air and
in water.

Sound Pressure Level (SPL)

Intensity Level In Water

Intensity Level In Air

X dBre 1l puPa

(X - 181.8) dB re 1 W/m?

(X - 146.2) dB re 1 W/m?

Y dBre I pbar
= (Y + 100) dB re 1uPa

(Y - 81.8) dBre | W/m’

(Y - 46.2) dB re 1 W/m?

Z dB re 20 pPa = (Z — 74) dB re 1 pbar

(Z-155.8) dB re 1 W/m’

(Z-120.2) dB re 1 W/m®

(X+61.8)dBrel puPa
= (X + 35.8) dB re 20 pPa

(X - 120) dB re 1 W/m?

(X - 84.4)dB re 1 W/m®

(Y-35.8)dBre ]l pPa

(Y -217.6) dB re 1 W/m?

(Y - 182.0)dB re 1 W/m*

= (Z +196.8) dB re 1 uPa

ZdBrelpsi=(Z+16.8)dBre1kPa

(Z+15)dB re 1 W/m?

(Z +50.6) dB re 1 W/m?

=(X+153.6)dBrel pPa

X dBrel psf=(X-43.2)dBre 1 psi

(X - 28.2) dB re 1 W/m’

(X +7.4)dB re 1 W/m®

(Y-15)dBre 1 psi
=(Y+1.8)dBrelkPa
=(Y +181.8) dB re 1 pbar
= (Y + 155.8) dB re 20 pPa

Y dB re 1 W/m?
= (Y - 40) dB re 1 W/cm?
= (Y - 37) dB re 1 psi-in/s

(Y + 35.6) dB re | W/m®

(Z-74)dBre 1 psf
=(Z-50.6) dB re 1 psi
=(Z+146.2)dBre 1 pPa
=(Z +120.1) dB re 20 uPa

(Z-35.6)dBre 1| W/m®

Z dB re 1 W/m®

B-16. ACOUSTIC ENERGY FLUX DENSITY
B-16a. ACOUSTIC ENERGY FLUX DENSITY

[Pressure” » Time)/Impedance 1 J/em® = 10° J/m® = 107 erg/cm’
= Intensity « Time = Energy/Area)

1 Wes/m’=1J/m* =1 N/m = 1 Paem

1 J/m® = 10° pPaem

1 J/m*=10" erg/m’ = 10° erg/cm’= 10’ dyn/cm
1 J/m® = 5.7 10 psiein = 6.8 10 psfefi

1 J/m’ = 0.23892 cal/m’

1 psiein = 175 J/m® = 1.75 10° uPaem

1 Ib/ft = 14.596 J/m” = 14.596 Wes/m®
1 hpes/m” = 0.093 hpes/ft°

1 hpes/m’ = 746 J/m®

1 hpes/m” = 550 ft-Ib/m” = 51.097 psfeft
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B-16b. Energy (Flux Density) Level (EFDL) Referred to Pressure’ Time

Note that the abbreviation EFDL is not in general usage, but is used here for convenience.

Just as the usual reference for intensity level is pressure? (and not intensity itself), the reference
often (but not always) used for EFDL is Pressure’ - Time. This makes sense when the impedance
is constant. Some examples of conversions follow:

EFDL=XdBre 1 ].LPazos =(X-26)dBre (20 uPa)2 s=(X-197)dBre 1 psizos
EFDL=YdBrel erg/cm =(Y+52)dBrel (dyn/cm )'-s =(Y+152)dBrel p.Pa S
EFDL=ZdBre (1 dyn/cm")‘-s =(Z+100)dBre 1 uPa oS

B-16c. Enerey (Flux Density) Level (EFDL) Referred to Energy Metrics

EFDL is often stated in reference to a nominal value in energy flux density units (such as Im?,
erg/cm?, psiein). Such a practice is very rare for intensity. Nonetheless, the acoustics literature
(especially the older literature) suggests that this reference may be used as often as the one given
above (pressure” x time). The two references differ by a factor equal to the impedance, and hence

require a specification of the medium. (Some examples using both references are given in B-16e
and B-16f.)

EFDL=X dBre 1 J/m’>=X dB re 1 Pasm = X dB re 1 Wes/m®
=X dB re 1 N/m = (X + 60) dB re 1 pPa.m
= (X ~22.4) dB re 1 psiein = (X — 11.7) dB re 1 psfoft
= (X + 30) dB re 1 dyn/cm

B-16d. Note On Energy Flux Density

Energy Flux Density or EFD (as opposed to intensity or mean-square pressure) is the usual
integrated metric for underwater impulsive signals. It is essentially the same as Sound Exposure
Level (SEL) over exposure time equal to the full signal duration.

EFD is defined as the integral over time of the pressure times the particle velocity in the
direction of propagation. For plane or spherical waves (the usual cases), the EFD can be
calculated as the time integral of the squared pressure normalized by the acoustic impedance
(density times sound speed). EFD has units of Jim?.

Whereas the acoustic intensity (like normalized mean square pressure) makes sense as a metric
for continuous signals in which the mean square is not very sensitive to averaging time, the
intensity of an impulsive signal will depend on both the beginning and end points of the
integration time. The EFD, on the other hand, has no time averaging function and integrates over
"all" time (i.e., the total time when the signal of interest is present). The EFD for a pure tone of
infinite duration (with well-defined and constant intensity) does not exist (has arbitrarily large
value).

39




B-16e. Energy Flux Density (EFD) Metrics in Air and in Water
[Pressure (rms)}* [Time] EFD In Water EFD In Air
1 uPa’es (6.7) 10" J/m? (2.4)10"Jm?
1 pbare s = [0.1 Pa)*e s (6.7) 10° J/m? (2.4)10° J/m?
[20 uPa)?e s = [0.0002 pbar}’e s (3) 10" J/m* (1.0) 10" J/m’

B-16f. Energy Flux Density (EFD) Levels in Air and in Water

(Pressure? «Time) Level EFD Level In Water Level In Air
| X dB re 1 pPa%s (X-181.8)dBre 1 J/m® (X -146.2) dB re 1 ¥/m’
Y dB re 1 pbar’es (Y -81.8)dBre 1 J/m’ (Y-462)dBre 1 J/m’
= (Y + 100) dB re 1 uPa’es
Z dBre 20 uPazos . (Z-155.8)dB re 1 J/m? (Z-120.2)dB re 1 J/m®
=(Z —74) dB re 1 pbar’ss
(X +61.8) dB re 1 puPa’ss (X -120)dB re 1 J/m’
= (X+ 35.8) dB re 20 pPa’s
(Y - 35.6) dB re 1 puPa’es (Y -182.0)dB re 1 J/m’
ZdBre 1 psi Zes (Z+15)dBre 1 J/m? (Z +50.6)dB re 1 J/m’
=(Z+16.8) dB re 1 kPa’%es
=(Z+196.8)dBre 1 [,LPa oS
X dB re 1 psfies (X -28.2)dBre 1 J/m? (X +7.4)dBre 1 }/m*
=(X+432)dBre i p51 o5
= (X + 153.6) dB re 1 pPa’s

B-17. ACOUSTIC POWER SPECTRUM

INTENSITY/FREQUENCY 1 W/m’ oHz = 10* W/m? Hz = 10 erg/cm’
1 W/m® eHz = 1 J/(sem* Hz) = 1 N/mes Hz = 1 N/m | 1 psiein = 175 W/m? Hz = 1.75 10® pPae(m/s)/Hz
1 W/m® oHz = 1 Pae(m/s Hz) = 10° uPaem 1 Ib/ftessHz = 14.596 J/m* = 14.596 W/m’ « Hz
1 W/m® «Hz = 10’ dyn/cm 1 hp/m*eHz = 0.093 hp/ft’ « Hz
1 W/m® oHz = 5.7 10 psiein = 6.8 107 psfeft 1 hp/m?Hz = 746 W/m’ « Hz = 550 ft-Ib/m*
1 W/m?® «Hz = 10’ erg/m® = 10° erg/cm’ 1 hp/m%eHz = 51.097 psf « ft
1 W/m® «Hz = 0.23892 cal/m’s Hz = 0.23892 cal/m’

B-18 ACOUSTIC ENERGY SPECTRUM

To help visualize the frequency dependence of a transient signal, and to allow calculation of the
band energy levels as thresholds, the energy spectrum is the natural choice. It is calculated as the
fourier transform of the unaveraged auto-correlation function, normalized by the impedance. It
can also be calculated directly as the squared modulus of the fourier transform of the pressure,
but without time averaging and with normalization.

Whereas the intensity Or power spectrum has units of (W/m )/Hz, the energy spectrum has units
of (Wes/m*)/Hz or (J/m?)/Hz, sometimes written as Wes?/m?. In decibels, the usual approach is
analogous to that for intensity, the reference quantity is usually the non-normalized product of
squared pressure and time, per band. The usual expression is

dBre 1 uPaZ-s/Hz.
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B-19. SUMMARY OF AIR/WATER RELATIONSHIPS

Typical Values of Medium Properties

Property Water Air (20°C, sea level) Ratio (water/air)
Density 1000 kg/m’ 1.225 kg/m’ 816.3
Sound Speed 1500 m/s 344 m/s 4.36
Impedance 1.5 x 10° kg/mPes 421.4 kg/m’es 3559.6
Static Pressure (1 + 0.1 Depth (m)) atm. 1 atm. 1 + 0.1 Depth (m)

In general,
intensity = (pressure) X (particle velocity in direction of propagation)

or
I=pv.

For plane waves, the role of the large impedance difference between air and water is clear:

pressure = impedance X particle velocity [p=(pc)v]

intensity = impedance X (particle velocity)** [I=(pc)v’]
= pressure? / impedance [I= p2/pc ]

particle velocity = pressure/impedance [v=p/pc]

Intensity in Air and in Water for Given Pressure Level

For plane-wave pressure p in air, the corresponding intensity is in air is

L= p2/ (pc)a -

For the same value of pressure p in water, the intensity is much less:
L, = p7/ (po)w << L,

since

(PC) w >> (PC)a.
In fact,

L/Ly = (pc) w/ (pC)a = 3600.

For the same pressure levels, intensity in air is about 3600 times greater than that in water.
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Likewise for the particle velocities:

Va/Vw = (pC)w / (PC)a = 3600.

For example, if the rms pressure in air is 1.2 10° uPa (an SPL of about 181 dB re 1uPa), then the
corresponding plane-wave intensity in air is about 3600 W/m® . If the rms pressure in water is

also 1.2 10° uPa, then the intensity in water is only about 1 W/m>.

On the other hand, the pressure in water corresponding to an intensity in water of 3600 W/m? is

about 7.2 10" pPa (or about 217 dB re 1uPa). This is about 60 times the pressure in air (about
36 dB greater SPL) that results in an intensity in air of 3600 W/m?.

See the tables in subsections B-15.b and B-15.d for more examples.

The tables below show pressure levels and intensities for some typical sound conditions.

SPL in Water

Sound in Water SPL in Water Intensity in Water
(dB re 1uPa) | (dB re 20 uPa) (W/m®)
Ambient Noise Spectrum Level 40 14 6.6 107"
at 20 kHz (light winds)
Hearing Threshold for Dolphin 40 14 6.6 10"
at 20 kHz
Hearing Threshold for Human 66 40 2.6 1077
at 1000 Hz '
Ambient Noise Spectrum Level 85 59 2 10"
at 50 Hz (typical open ocean) '
Range of Harassment 120- 180 94-154 6.6 107 t0 0.7
Thresholds for Baleen Whales
(1 sec. tone at 50 Hz)
Range of Harassment 120-192 94-166 6.6 107 to 10
Thresholds for Dolphins (1
second tone at 20 kHz)
Merchant Ship Source 140 - 190 114 - 164 6.6 10”10 6.6
Spectrum Level at 50 Hz (re 1
m)
Hearing Threshold for Dolphin 140 114 6.6 10~
at 100 Hz
ATOC Source Level at 1 m 195 169 20
Source Level for Fish-Finder at 225 199 1000
1m
High-Power-Sonar Source 240 214 6.6 10°

Levelat 1 m
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Sound in Air SPL in Air SPL in Air Intensity in Air

(dB re 1uPa) | (dB re 20 uPa) (W/m’)

Threshold of Human Hearing at 26 0 9.6 107

1 kHz

Very Quiet Living Room 66 40 9.6 107

Normal Speech 86 60 9.6 10"

Jet Airliner at 10 m 130 104 0.02

Threshold of Human Feeling at 146 120 1.0

1 kHz

Jet Airliner Source Level 150 124 24

(re 1 m)

Human Threshold of Pain 166 140 95

Intense (10 psf) Sonic Boom 174 148 600




APPENDIX C. TYPICAL VALUES OF SELECTED VARIABLES
AND CONSTANTS

Acceleration Of Gravity
g = 9.807 m/s> =32.174 fus>

Density Of Water (pw)
At4°C, py = 1000 kg/m’ = 1 g/em®
Density of seawater is nearly independent of temperature and depth.

Density Of Air (p,)
Typical densities taken from the Smithsonian Tables are:

ALTITUDE (km) | DENSITY (kg/m®) | ALTITUDE (km) | DENSITY (kg/m’)
0 09

1.22 20 .
2 1.00 40 3.5107
5 0.74 60 35107
10 041 80 4.6 10"
15 0.19 120 4.4 10"

Speed Of Sound In Air (c,)

At 0 Degrees C, One Atmosphere, 0.03% CO, : 331.45 m/s
At 60 Degrees C: 366.05 m/s
At -90 Degrees C: 271.4 m/s

Change in Sound Speed/Change in Temperature = (0.6 m/s) per degree
For warm, humid air, near the ground, add up to 5 m/s.

Speed Of Sound In Water (c.)

The speed of sound in water varies no more than 3% over geographic area, depth and season.
For rough estimates of impedance and travel time, nominal values of 1500 m/s and 5000 ft/s are
often used.

Hydrostatic Pressure (Of Water On Earth):

Hydrostatic Pressure in Atmospheres = 1 + (0.1)Depth (m)

Hence, static pressure in water increases by one atmosphere (14.5 psi or 101 kPa) for each 10 m
of water.
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Atmospheric Pressure

Standard pressure at sea level (NACA): 760 mm Hg = 29.921 in Hg = 1014 mbar
= 101.3 kPa = 14.85 psi

Atmospheric Temperature
Standard (NACA) time lapse is: a = 0.0065° C per meter (or 0.00357° F per foot)

T =Ty — aZ where Z is altitude in meters.
Standard (NACA) temperature at sea level: 15° C=59°F

Standard isothermal layer temperature: -55° C = -67° F.

“Standard” Atmospheres

NACA STANDARD ATMOSPHERE, LOWER ATMOSPHERE

ALTITUDE TEMPERATURE | SOUND SPEED PRESSURE
(m) () (m/s) (mbar)
0 15.0 340 1013
500 11.8 338 955
1000 8.5 336 899
2000 2.0 332 795
3000 -45 328 701
5000 -17.5 321 540
8000 -37.0 309 356
10000 -50.0 301 264
10769 -55.0 298 235
15000 -55.0 298 121
20000 -55.0 208 55

NACA STANDARD ATMOSPHERE, UPPER ATMOSPHERE (DAYTIME)

ALTITUDE | TEMPERATURE | SOUND SPEED PRESSURE
(m) W) (m/s) (mbar)

. 20,000 -55 296 55
30,000 -55 . 296 11.5
40,000 04 334 2.8
60,000 77 375 0.35
80,000 =33 311 0.03
100,000 29 392 0.003
120,000 102 436 0.0006
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